
FUMO DI TOSCANA

TEST STD. UNITS CONDITIONING AVG. VALUE STD. DEV.

Water Absorption at atmospheric 
pressure EN 13755 % - 0,13 0,01

Apparent Density EN 1936 Kg/m3 - 2720 5,5

Open Porosity EN 1936 % - 0,5 0,24

Flexural Strength under concentrated 
load EN 12372 MPa Dry 20,9 1,5

Flexural Strength under concentrated 
load EN 12372 MPa After 48 cycles of frost 16,8 1,2

Compressive Strength EN 1926 MPa - 72,7 9,1

Slip Resistance Honed grade 220 EN 14231 SRV Dry 51 5

Slip Resistance Honed grade 220 EN 14231 SRV Wet 24 3

MATERIAL
MARBLE

SCHISTOSE MARBLE

MEDIUM - HIGH

PETROGRAPHIC DENOMINATION

LUXURIOUSNESS

The Fumo di Toscana is an exclusive marble sawn according to the verse of the mountain which 
gives us unique patterns and arabesques with color varying from the light grey to the black. It has a  

very singular and peculiar smoky background: this makes it almost impossible to be taken in picture, 
you can just admire it live.


That’s an amazing marble that will make your project inimitabl.

APPLICATIONS
INTERIORS

VANITY TOPS
COUNTERTOPS

* The values reported are average ones. As the material is natural, we advise to perform new tests according to the your 
project requirement.


