
CALACATTA

TEST STD. UNITS CONDITIONING AVG. VALUE STD. DEV.

Water Absorption at atmospheric 
pressure EN 13755 % - 0,22 0,12

Apparent Density EN 1936 Kg/m3 - 2710 0,0

Open Porosity EN 1936 % - 0,5 0,0

Flexural Strength under concentrated 
load EN 12372 MPa Dry 4,9 0,6

Flexural Strength under concentrated 
load EN 12372 MPa After 48 cycles of frost 4,5 0,7

Compressive Strength EN 1926 MPa - 69,6 8,2

Slip Resistance Honed grade 220 EN 14231 SRV Dry 59 5

Slip Resistance Honed grade 220 EN 14231 SRV Wet 27 3

MATERIAL
MARBLE

MARBLE

PREMIUM

PETROGRAPHIC DENOMINATION

LUXURIOUSNESS

The Calacatta marble is one of the most favorite and precious material of the Apuan district. It’s 
quarried from the Betogli mountain and it’s renowned for its white background, featured with large 

grey veins. The Calacatta marble’s background has often a warm tone and the color of the veins 
turns into gold. This stunning marble is suitable to enhance every kind of project, from residential to 

commercial; it’s recommended for interior applications, book matched floors and/or feature walls, 
kitchen tops, luxury bathrooms.


APPLICATIONS
INTERIORS

VANITY TOPS
COUNTERTOPS

* The values reported are average ones. As the material is natural, we advise to perform new tests according to the your 
project requirement.


